Table 3. Refiner and Blender Net Production
(Thousand Barrels per Day)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region 11113 10/2513 | Difference | 11/2112 gfl:‘:;; 1114111 Zf\;c:;; MAM3 | 112112 gfl;":;‘;
Refiner Net Production
Finished Motor Gasoline™ ................... 1,937 2,123 -187 2,495 -22.4 2,621 -26.1 2,118 2,480 -14.6
East Coast (PADD 1) .. o5 53 2 154 -64.5 210 -73.9 57 151 -61.9
Midwest (PADD 2) ... 654 646 8 828 -21.0 742 -11.8 671 774 -13.2
Gulf Coast (PADD 3) ... 747 914 -167 1,015 -26.5 1,142 -34.6 892 1,049 -14.9
Rocky Mountain (PADD 4) .... 240 250 -10 205 17.0 255 -6.0 239 224 6.7
West Coast (PADD 5) ... 241 261 -20 292 -17.5 272 -11.4 259 283 -8.5
Reformulated ................. 52 49 3 104 -49.9 96 -45.7 54 106 -48.8
Blended with Ethanol 52 49 3 86 -39.5 96 -45.7 54 90 -39.9
Other .......... 0 0 0 18 -100.0 0 - 0 16 -100.0
Conventional . 1,884 2,074 -190 2,391 -21.2 2,524 -25.4 2,064 2,374 -13.0
Blended with Ethanol 388 377 10 359 7.8 372 4.2 382 362 5.4
Ed55 and Lower ..... 387 377 10 359 7.8 372 41 382 362 5.4
Greater than Ed55 . 0 0 0 0 101.2 0 101.2 0 0 117.0
Other .... 1,497 1,697 -200 2,031 -26.3 2,152 -30.5 1,682 2,011 -16.4
Distillate Fuel Oil .. 4,901 4,875 27 4,537 8.0 4,305 13.9 4,799 4,455 7.7
15 ppm sulfur and Under . 4,538 4,526 12 4,053 12.0 3,840 18.2 4,450 4,026 10.5
> 15 ppm to 500 ppm sulfur . . 146 136 1 130 125 212 -31.0 138 92 49.6
> 500 ppm sulfur ..... . 217 213 4 354 -38.8 252 -14.0 211 337 -37.3
Kerosene .................. 44 24 20 62 -28.6 9 397.3 20 61 -67.6
Kerosene-Type Jet Fuel . 1,484 1,440 44 1,445 2.7 1,329 11.7 1,449 1,453 -0.2
Residual Fuel Oil 397 395 2 507 -21.6 508 -21.8 390 488 -20.1
Blender Net Production

Finished Motor Gasoline! .... 7,199 6,945 254 6,453 11.6 6,078 18.4 6,923 6,456 7.2
East Coast (PADD 1) 2,812 2,891 -79 2,657 5.8 2,533 11.0 2,829 2,701 4.7
Midwest (PADD 2) 1,827 1,542 285 1,432 27.5 1,258 45.2 1,578 1,412 11.8
Gulf Coast (PADD 3) ... 1,164 1,127 38 1,015 14.7 997 16.8 1,124 1,012 111
Rocky Mountain (PADD 4) . 70 515 15 59 18.3 37 89.2 61 62 -0.7
West Coast (PADD 5) 1,326 1,330 -4 1,288 2.9 1,253 5.8 1,330 1,269 4.8
Reformulated 3,005 3,010 =5) 2,784 8.0 2,875 4.6 2,993 2,883 3.8
Blended with Ethanol 3,005 3,010 -5 2,784 8.0 2,875 4.6 2,993 2,883 3.8
Other .......... 0 0 0 0 = 0 = 0 0 =
Conventional . 4,194 3,935 259 3,669 14.3 3,203 30.9 3,929 3,573 10.0
Blended with Ethanol 5,148 5,211 -63 4,961 3.8 4,676 10.1 5,157 4,919 4.8
Ed55 and Lower ..... 5,146 5,209 -63 4,960 3.8 4,674 10.1 5,155 4,917 4.8
Greater than Ed55 . . 2 2 0 1 75.3 2 -13.3 2 1 30.1
Other .............. . -954 -1,276 322 -1,292 -26.1 -1,473 -35.2 -1,228 -1,346 -8.8
Distillate Fuel Oil ..... 41 62 -22 23 74.9 7 466.7 74 27 170.0
15 ppm sulfur and Under . 17 36 -18 4 338.3 9 98.4 25 15 64.9
> 15 ppm to 500 ppm sulfur . 3 15 -11 25 -87.8 5 -42.8 8 12 -35.6
> 500 ppm sulfur .. 20 12 8 -6 -452.4 -7 -389.6 40 0 -9,513.0
Kerosene .... 1 7 7/ 0 89.1 0 -441.1 2 1 272.5
Kerosene-Typ 0 0 0 0 - 0 - 0 0 -

~ = Not Applicable.
~ = Data Not Available.

1 Does not include adjustments for fuel ethanol and motor gasoline blending components.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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